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Kompresors GM 4S (ARZENER)

Inlet Filter/Silencer

Easily replaceable filter
element is downstream of
the silencer for cleanliness.

Instrumentation
Standard filter
maintenance indicator
and p2 gauge

Belt Guard
Designed for easy

access to the drive.
OSHA standard.

NEMAF3
PremiumEfficiency
TEFMlotor

HingedViotor Plate
Steady alignment and
consistent tension
provided by the motor
weight. No springs
needed. Constant
high efficiency.

Vibration Isolating Mounts
Rubber-type. Located

under the supporting

base. No special

foundation required.

Reactive Discharge Silencer

¥ Machined support surface

for blower. Stiff for installation
on vibration isolating mounts.
Low pressure drop design.

No absorption packing material.

ATEX spark arrestor.

Pressure

Safety Valve
Spring-loaded.
Specifically designed
for low pressure
applications. Mounted
vertically downsfream
of the silencer

for longevity.*

(hidden in photo)

AeromatStart
Unloading/alve
(Optional)

Allows startup of the
main motor with no load.
The valve is completely
self activating and does
not need any auxiliary
electrical or pneumatic
power source.

Discharge Manifold*

With integral full bore check
valve for low pressure drop.

The check valve can be
inspected without

disconnecting the piping.
Non-chatter check valve suitable
for adjustable speed operation.

Discharge
FlexibleConnector
Reinforced rubber.
Downstream of
discharge silencer to
reduce transission of
structure-borne noise.
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